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SHORE POWER CONVERTER

SPC SERIES

MODULER

INDUSTRYMARINE

IGBT Rectifier and Inverter Technology
Output Power Factor (0ptional1)
DSP Control
Ultra High Efficiency
Low Input Current THD (<3%)
High Input Power Factor (>0,99)
Wide Input Voltage Range (Optional)
Overload and Short Circuit Protection
Parallel Operation
2000 Real Time Event Log With Detailed Parameters
Manuel Maintenance ByPass (Optional)
Front Access for Easy Maintenance Rp.
Advanced User Interface
Generator Compatibility
EPO (Emergency Shutdown)
Reactor Transformer (Capacitive Kit) (Optional)
Auto Restart
High Efficiency & Low Operating Cost
Short MTTR (Average Repair Period)
Feedback Protection
Marine Filter System
Parallel Operation and Power Sharing
Multiple Selectable Input Options
Leak Detection (Optional)

SERVICE

Service

ICAS

100-10.000 kVA FAZ
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Width
Depth
Height

Cabinet
Dimensions (mm)

DIMENSION & WEIGHT  

Confirm the product dimensions for output voltage requests over 208V and 690V.
Seapower reserves the right to change or modify product design, construction, specifications, or materials without prior notice and
without incurring any obligation to make such changes and modifications on Seapower products previously or subsequently sold.
Seapower does not guarantee the items of the accuracy and completeness.

Marine Certificate Optional

STANDARDS
Quality
Performance
EMC/LVD

ISO 9001, ISO 14001, ISO 45001
EN62040-3

EN62040-2, EN62040-1, EN60950

COMMUNICATION
Communication Port RS232 (Standard), RS485, MOD-Bus, J-Bus, Web, Tel-Net, GPRS, CAN-Bus, SNMP (Optional), Dry Contact (Optional)

Noise Level <72 dBA <74 dBA <75 dBA<65 dBA<60 dBA<55 dBA<53 dBA

Relative Humidity
Working Height

0-95% (Non-Condensing)
<1000m, Correction Factor 1. <2000m, Correction Factor >0.92, <3000m; Correction Factor >0.84

Operating Temperature
Storage Temperature 
Protection Class

0°C / +40°C
-15°C / +45°C

IP20 (IP Optional)

ENVIRONMENT
Efficiency (Online Mod)

Crest Factor
Overload Capacity*

Voltage Tolerance
Frequency Tolerance
Output THD

Voltage
Power Factor 0.9 (1 Optional)
OUTPUT

3:1
At 125% Load 10min, at 150% Load 1min

Static ±1, Dynamic ±3
50Hz / 60Hz ±0,01%

Linear Load <1% / Non-Linear Load <3%

208/380/400/415/440/480/690 VAC 3P+PE (N Optional)

Power Factor
Total Harmonic Distortion (THDi)

30 / 70 Hz
>0.99
<%3

93%

INPUT
Voltage
Frequency Tolerance

180 - 520 VAC  3P+PE (N Optional)

100-10.000 kVA

For Dimensions
You can communicate.
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